17TH AVENUE TURN LANE TYPICAL SECTION
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TYPICAL TURN LANE SECTION

L___2” TYPE SP 12.5 WEARING COURSE MIXTURE (3,B) — SPEC. 2360 MIX DESIGN SPWEB340B

TACK COAT — SPEC. 2357
2" TYPE SP 12.5 WEARING COURSE MIXTURE (3,B) — SPEC. 2360 MIX DESIGN SPWEB340B

1/TH AVENUE TACK COAT = SPEC. 2357

TYPICAL SECTION (N.T.S.) L——2.5" TYPE SP 12.5 NON—WEARING COURSE MIXTURE (3,B) — SPEC. 2360 MIX DESIGN SPNWB340B
—— 8" AGGREGATE BASE CLASS 5 (RECYCLED)

24” SELECT GRANULAR

APPROVED SUBGRADE

EMBLEM WAY TYPICAL SECTION
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SEE TRAIL SECTION .
IN DETAIL SHEETS 6
SELECT
GRANULAR SEE INSET A
MOUNTABLE
CONCRETE CURB
AND GUTTER
TYPICAL SECTION (N.T.S.)
INSET A
NOTE:
1. SOD TO BE PLACED BEHIND CURB (36" MINIMUM)
2. THE STANDARD SELECT GRANULAR SECTION IS 24”. THE USE OF GEOTEXTILE FABRIC AND ADJUSTMENTS TO THE SELECT GRANULAR
SECTION WILL BE CONSIDERED BY THE CITY ENGINEER, BASED ON EXISTING SUBSURFACE CONDITIONS AND THE PRESENCE AND | /
ADEQUACY OF ON SITE GRANULAR SOILS THAT MEET THE SELECT GRANULAR SPECIFICATION \
3. STREET WIDTH AND RIGHT OF WAY WIDTH TO BE DETERMINED BY THE CITY ENGINEER. STREETS MUST BE PAVED IN NO MORE THAN TWO
PASSES. qins PAVEMENT SECTION
4. 4” PERFORATED PIPE WITH PROTECTIVE WRAP. INSTALL WHERE CLAY SOILS ARE ENCOUNTERED IN THE ROADWAY SUBGRADE AS DIRECTED 2” SPWEA240C BITUMINOUS WEARING COURSE
BY THE CITY ENGINEER #2357 TACK COAT
B618 CONCRETE CURB AND GUTTER IS REQUIRED AT ALL CURB RADII AND CATCH BASINS 2” SPWEA230C BITUMINOUS WEARING COURSE
RIGHT—OF—WAY WIDTH TO BE DETERMINED AND COORDINATED WITH CITY ENGINEER (SEE COMPREHENSIVE PLAN)

8" AGGREGATE BASE, CL 5 (2211)
24” SELECT GRANULAR (3149)

SCARIFY AND COMPACT SUBGRADE (2112) BENCH MARK

MN DOT MONUMENT BLASCHKO
AT TRUNK HIGHWAY 169 AND
COUNTY ROAD 83
ELEV.=774.78
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CENTERLINE MUST BE CENTERED WITHIN RIGHT—OF—WAY.
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