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< N OWNER: CAO HOA N & NGOC CAO GENERAL SITE NOTES:
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\"‘\ N2 S ~ - N MTTNT:H I?VC 1. CONTRACTOR MUST SECURE ALL NECESSARY PERMITS PRIOR TO STARTING WORK. p g
™ : =]
Y == S = HEM 2. IF THE CONTRACTOR, IN THE COURSE OF THE WORK, FINDS ANY DISCREPANCIES BETWEEN  THE _ m .9
\ S —— PLANS AND THE PHYSICAL CONDITIONS OF THE LOCALITY, OR ANY ERRORS OR OMISSIONS IN THE lle Home Depdt) o oS 2
/ Sse \ /13577972, PLANS OR IN THE LAYOUT AS GIVEN BY THE ENGINEER, IT SHALL BE HIS DUTY TO IMMEDIATELY Crisencn©
, o - EO2W osn ., INFORM THE ENGINEER, IN WRITING, AND THE ENGINEER WILL PROMPTLY VERIFY THE SAME.  ANY Q shakopée KitgerCare S C E S O
N N35 e - L WORK DONE AFTER SUCH A DISCOVERY, UNTIL  AUTHORIZED, WILL BE AT THE CONTRACTOR'S m
/ SO / p—— 25006/, RISK. ROJECT Y13 WWW.CESOINC.COM
. ! Grayepi
B / / s 3. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS, AND r ‘ S AMISSURG, OF 45382
N / BRSNS ——= o DIMENSIONS SHOWN HEREON BEFORE BEGINNING CONSTRUCTION. & PHONE: 937.4358564 FAX: 808.208.4826
INGS LTD / / — 4. ALL CONSTRUCTION MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE TO THE STATE AND > A\ ¥ ! g COPYRIGHT NOTICE
LOCAL GOVERNMENT AGENCY'S LATEST CONSTRUCTION SPECIFICATIONS AND DETAILS. A et g 2 This drowing is the property of the
/ . g above referenced Professional and is
5. ALL HANDICAP SITE FEATURES SHALL BE CONSTRUCTED TO MEET ALL FEDERAL, STATE AND LOCAL g : not to be used for any purpose other
CODE g Q o than the specific project and site
. 2 g & o™ ] names herein, and cannot be
7 S39 BRREE —_— 2 =R @ N\ reproduced in any manner without the
/ q — 6. ggl‘lgRUTCHTEONCITY INSPECTOR TWENTY-FOUR (24) HOURS BEFORE BEGINNING EACH PHASE OF [ cuosngsons o ross. writen carmission. from the
. F i Professional.
_— || 7. THE CONTRACTOR SHALL CAREFULLY PRESERVE BENCHMARKS, REFERENCE POINTS, AND STAKES. 5
%) AS—SURVEYED PROPERTY 3
| . £1.068 ACRES 8.  ARCHITECTURAL PLANS ARE TO BE USED FOR BUILDING STAKE OUT. . ‘
:: X o 9.  ALL DIMENSIONS ARE FROM FACE OF BUILDING, CURB, AND WALL UNLESS OTHERWISE SPECIFIED ON LOCATION MAP
PLANS.
PARCEL 2 (NT.S)

10. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND PUBLIC SHALL BE
PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED FROM DAMAGE.

EXISTING LEGEND:

11, CONTRACTOR IS RESPONSIBLE FOR DAMAGE TO ANY EXISTING ITEM AND/OR MATERIAL INSIDE OR
OUTSIDE CONTRACT LIMITS DUE TO CONSTRUCTION OPERATION.
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12. ALL STREET SURFACES, DRIVEWAYS, CULVERTS, CURB AND GUTTERS, ROADSIDE DRAINAGE DITCHES

gﬁp > AND OTHER STRUCTURES THAT ARE DISTURBED OR DAMAGED IN ANY MANNER AS A RESULT OF 02/22/2024 CUP SET
%‘;“ 25 CONSTRUCTION SHALL BE REPLACED OR REPAIRED IN ACCORDANCE WITH THE SPECIFICATIONS.
9-_%??:? N 13. AL ROAD WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE STATE AND LOCAL GOVERNMENT

AGENCY SPECIFICATIONS.

14.  STANDARD/HEAVY DUTY PAVEMENT AND CONCRETE SECTIONS SHALL FOLLOW THE RECOMMENDATIONS
OF THE GEOTECHNICAL REPORT PREPARED BY XXXXXXXXXXXXXXX, DATED XXXXXXXX XX, XXXX

15.  ALL CURB RADIl SHALL BE 5' UNLESS OTHERWISE NOTED ON THE PLANS.

16. LOWER LEVEL EXCAVATION REQUIRED TO BE COMPLETED BY CONTRACTOR.

SITE KEY NOTES (1)

S1 CURB AND GUTTER PER VIOC STANDARDS. REFER TO DETAIL ON C-7.0.
S4 CURB CUT. SEE NOTE FOR LENGTH. REFER TO DETAIL ON C-7.0.

PIN: 2745¢ S6  TAPER CURB FROM 6" TO 0" OVER 10",
U W . SHAKOPEE S7  LIMITS OF SAWCUT.
2 SNz R A S N OWNER: SHAKOPEE ( S8 MATCH EXISTING PAVEMENT ELEVATION. ——
Lo PARTNERS S9  EXISTING PAVEMENT TO REMAIN, PROFESSIONAL SEAL
0090 o7 5L S10  STANDARD DUTY ASPHALT/CONCRETE PAVING (PER PAVING PLAN)
N1 T S11  HEAVY DUTY ASPHALT/CONCRETE PAVING (PER PAVING PLAN) .
ENCE STORE a2 chiYéZ%Eg%ssgwo 636} —— <& | S13  CONCRETE SIDEWALK. REFER TO DETALL ON C-7.0. PROPOSED LEGEND:
: FFE = 763.00 R S14  BLACK "COLOR TOP" CONCRETE SEALER BY SHERWIN WILLIAMS.
NTS LOWER LEVEL FE = 754,125 VTR 515  ADA CURB RAMP. REFER TO DETAIL ON C-7.0. mmmm w= == mm—— PROPERTY LINE
S17  MONUMENT SIGN (PER ARCH. PLANS) PROPOSED CURB
PAR( S18  DUMPSTER ENCLOSURE (PER ARCH. PLANS) PROPOSED CURB & GUTTER
S19  BICYCLE RACK. REFER TO NOTE FOR NUMBER. REFER TO DETALL ON C-7.0. X PROPOSED FENCE.
LO S23  ADA ACCESSIBLE PARKING SPACE AND AISLE STRIPING & SYMBOL OF ACCESSIBILITY '
(TYPICAL-PER ADA AND LOGAL REQUIREVENTS) @ (O] PROPOSED DRAINAGE STRUCTURES (SEE GRADING/DRAINAGE PLANS)
S24  ACCESSIBLE PARKING SIGN (TYPICAL PER ADA AND LOCAL REQUIREMENTS) @ PROPOSED PARKING SPACES
VAN ACCESSIBLE PARKING SIGN (TYPICAL-PER ADA AND LOCAL
REQUIREMENTS). REFER TO DETAIL ON C-7.0. PROPOSED RETAINING WALL

S26  DIRECTIONAL TRAFFIC ARROW (PER LOCAL CODES) REFER TO DETAL ON C-7.0. oo PROPOSED EASEMENT LINE
S28  PARKING STALL STRIPING (PER LOCAL CODES) e mes mms == PROPOSED SAW CUT PROFESSIONAL LICENSE NO:
S35  TRANSFORMER PAD LOCATION (SEE UTILITY PLAN) 42586
$36  BOLLARD (SEE NOTE FOR NUMBER) REFER TO DETAIL ON C-7.0. D PROPOSED SITE CONSTRUCTION CAMERA PER STD C-7.3 e
S37  LIGHT POLE (TYPICAL-PER LIGHTING PLAN) PROFESSIONAL IN CHARGE
S38  LANDSCAPE AREA (PER LANDSCAPE PLAN) ! PROPOSED STANDARD DUTY ASPHALT PAVEMENT. REFER JEFFREY ALAN TIBBITTS
S39  LANDSCAPE ISLAND (PER LANDSCAPE PLAN) e TO PAVING PLAN. PROJECT MANAGER
S62  HANDRAIL. REFER TO STD ON C-7.1. oo =77  PROPOSED STANDARD DUTY CONCRETE PAVEMENT. REFER KS
S66  CONSTRUCTION CAMERA POST PER STD C-7.3. AN L TO PAVING PLAN. S’lngITYCONTROL
SB7  SERVICE BELL HOSE, (PER ARCH PLANS). PROPOSED CONCRETE SIDEWALK PAVEMENT. REFER T0 o—

PAVING PLAN. Cis

PROPOSED HEAVY DUTY CONCRETE PAVEMENT. REFER TO

PAVING PLAN. PROJECT NAME

PROPOSED BLACK "COLOR TOP" CONCRETE SEALER BY
SHERWIN WILLIAMS.

Il_-___________.r________

S44°58'47°E  359.03' (M) ’
S44°30°08°E  358.93 (R) SITE_DATA SUMMARY: 4
o Valvoline
VALVOLINE TRACT: 1.07 ACRES/ 46,531 SF P —————
(AFTER ROW DEDICATION) : =
ZONING B—1 HIGHWAY BUSINESS ZONE
X VALVOLINE
BUILDING 2,080 SF INSTANT
FAR: 1:12.37 OIL CHANGE
LOT COVERAGE: 4.47% (2,080 SF)
SHAKOPEE, MN
PARKING REQUIRED: *11 (1 ACCESS. PARKING SPACES)
PARKING PROVIDED: 11 (1 ACCESS. PARKING SPACES)
PERVIOUS COVER: 19,523 SF
IMPERVIOUS COVER: 27,008 SF O
PROJECT NUMBER
BENCHMARK REQUIRED BICYCLE PARKING | N/A 762357
FORTY-EIGHT (48) HOURS ) |
) 1Y @ | _Ve;tufca| Dgt;rsn:o I\:)Avostg PROVIDED BICYCLE PARKING | 4 SHEET NAME
erived rrom servations
SHALLNOTIFY THE FOLLOWNG *1 SPACE PER 200 SF OF FLOOR AREA N
. BM "CP 4": Set cut cross on west back of curb penstemon 2,080 SF / 200 SF = 11 PARKING SPACES 2
QF?(E?E(I)ET?OMISSFE\?I%EAALTJEI{?BERS lane at the south west corner of the site ! )
Elevation = 762.56'
800-252-1166 AND ALL OTHER svaten SITE PLAN
AGENCIES WHICH MIGHT HAVE BM "52":  Set cut square on back of curb on the north side GRAPHIC SCALE
UNDERGROUND UTILITIES Penstemon lane at first fire hydrant north of
INVOLVING THIS PROJECT AND Crossings Boulevard. 20 ) 10 20 40 80 |
UTILITIES PROTECTION SERVICE
( IN FEET )
1 inch = 20 ft. C'1.0

NOT ISSUED FOR CONSTRUCTION
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FORTY-EIGHT (48) HOURS
BEFORE DIGGING IS TO
3 COMMENCE, THE CONTRACTORS
SHALL NOTIFY THE FOLLOWING
AGENCIES: MINNESOTA UTILITIES
PROTECTION SERVICE AT 811 OR
800-252-1166 AND ALL OTHER
AGENCIES WHICH MIGHT HAVE
UNDERGROUND UTILITIES
INVOLVING THIS PROJECT AND
ARE NONMEMBERS OF STATE
UTILITIES PROTECTION SERVICE

GENERAL GRADING/DRAINAGE NOTES:

10.
1.
12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24,

25.

26.
27.

28.

29.
30.

ALL GRADING AND SITE PREPARATION SHALL CONFORM WITH SPECIFICATIONS CONTAINED IN THE
GEOTECHNICAL REPORT.

ALL CONSTRUCTION MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE TO THE CITY LATEST
CONSTRUCTION SPECIFICATIONS AND DETAILS.

PRIOR TO ANY EXCAVATION OF THE PROJECT SITE, THE CONTRACTOR SHALL NOTIFY THE CITY 48
HOURS PRIOR TO THE START OF CONSTRUCTION.

THE CONTRACTOR SHALL CAREFULLY PRESERVE BENCHMARKS, REFERENCE POINTS AND STAKES.
ALL INDICATED ELEVATIONS ARE FINISHED ELEVATIONS.

FIELD VERIFY LOCATIONS, SIZES AND IF APPLICABLE INVERTS OF EXISTING UTILITIES FOR PROPOSED
CONNECTIONS PRIOR TO CONSTRUCTION.

LOCATE AND PROTECT ALL UTILITIES ASSOCIATED WITH THE PROJECT PRIOR TO CONSTRUCTION.

INSTALL SILT CONTROL MEASURES BEFORE BEGINNING SITE WORK. THESE MEASURES SHALL BE
MAINTAINED THROUGHOUT CONSTRUCTION.

MAINTAIN PROPER SITE DRAINAGE AT ALL TIMES DURING CONSTRUCTION.  PREVENT STORM WATER
FROM RUNNING INTO OR STANDING IN EXCAVATED AREAS.

INSTALL ALL APPROPRIATE TREE PROTECTION MEASURES PRIOR TO GRADING.
CUT AND FILL SLOPES SHALL HAVE A MAXIMUM SLOPE OF 2:1.

ALL EXCAVATION SHALL INCLUDE CLEARING, STRIPPING AND STOCKPILING TOPSOIL, REMOVING
UNSUITABLE MATERIALS, THE CONSTRUCTION OF EMBANKMENTS, CONSTRUCTION FILLS, AND THE FINAL
SHAPING AND TRIMMING TO THE THE LINES AND GRADES SHOWN ON THE PLANS.

ALL TREES, BRUSH, AND ORGANIC TOPSOIL AND OTHER OBJECTIONABLE MATERIAL SHALL BE REMOVED,
UNLESS OTHERWISE SPECIFIED, AND DISPOSED OF AT AN OFF-SITE LOCATION, WITH THE EXCEPTION
THAT ENOUGH TOPSOIL SHALL BE RETAINED FOR RESPREAD AND GENERAL LANDSCAPING.  AREAS
WHICH ARE TO BE FILLED SHALL BE COMPACTED TO A MAXIMUM DENSITY OF 95% AS DETERMINED BY
THE MODIFIED AASHTO COMPACTION TEST IN THE PAVED AREAS AND 857% IN THE OTHER AREAS.

STRIP AND STOCKPILE TOPSOIL. SPREAD FOUR (4) INCHES MINIMUM OF TOPSOIL ON LANDSCAPE
AREAS AND REMOVE EXCESS TOPSOIL FROM SITE. PREPARE SUB-GRADE FOR PAVEMENT AND CURBS
AND BACKFILL CURBS AFTER CURB CONSTRUCTION.

PROVIDE SUPPLY OF TOPSOIL FOR LANDSCAPE CONTRACTOR FOR INSTALLATION IN ALL LANDSCAPE
ISLANDS.

PROVIDE AND INSTALL TOPSOIL IN DISTURBED AREAS TO BE GRASSED, TO INCLUDE PAVEMENT
SHOULDERS AND DETENTION AREAS.

ALL EARTHWORK AND BASE COURSE FOR THE PARKING AREA SHALL BE COMPACTED TO A MINIMUM
OF 95% MODIFIED LABORATORY DENSITY. CERTIFICATION SAID COMPACTION SHALL BE SUBMITTED BY
THE CONTRACTOR TO THE ENGINEER, OR HIS/HER REPRESENTATIVE, PRIOR TO THE PLACEMENT OF
THE BASE COURSE MATERIAL. BOTH PROOF ROLLING AND COMPACTION TESTING MUST BE APPROVED
AND WITNESSED BY THE ENGINEER OR OWNER REPRESENTATIVE.

THE PAVEMENT SUBGRADE AND BASE COURSE MATERIAL SHALL BE INSPECTED AND APPROVED BY THE
ENGINEER OR OWNER REPRESENTATIVE PRIOR TO CONSTRUCTING THE BASE AND SURFACE COURSES
THEREON.

CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE TO ALL INLETS AND CATCH BASINS. AREAS OF
SURFACE PONDING SHALL BE CORRECTED BY CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE
OWNER.

IF AREAS ARE DISTURBED BEYOND PROPOSED GRADES BY NEGLIGENCE OF THE CONTRACTOR, THE
CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY REGRADING OR REPAIR TO MATCH ORIGINAL
EXISTING CONDITIONS.

SHORING SHALL BE DONE AS NECESSARY FOR THE PROTECTION OF THE WORK AND FOR THE SAFETY
OF PERSONNEL. SHORING SHALL BE IN ACCORDANCE WITH ALL O.S.H.A AND LOCAL REGULATIONS.

STRUCTURES FOR STORM SEWERS SHALL BE IN ACCORDANCE WITH THESE IMPROVEMENT PLANS AND
THE APPLICABLE STANDARD SPECIFICATIONS.  WHERE GRANULAR TRENCH BACKFILL IS REQUIRED
AROUND THESE STRUCTURES, THE COST SHALL BE CONSIDERED AS INCIDENTAL AND SHALL BE
INCLUDED IN THE CONTRACT UNIT PRICE FOR THE STRUCTURE.

CONFIRM INVERTS OF ALL EXISTING STORM INLETS AND SANITARY SEWER MANHOLES BEFORE
COMMENCING CONSTRUCTION.

ALL STORM SEWER LINES 18"-54" DIAMETER ARE TO BE REINFORCED CONCRETE PIPE ACCORDING TO
ASTM C-76 TYPE Ill, UNLESS OTHERWISE SPECIFIED ON PLANS.

A GEOTEXTILE MATTING (LANDLOCK TRM 450 OR EQUIVALENT) SHALL BE USED FOR EROSION CONTROL
AN ALL SLOPES GREATER THAN 3H:1V.

DRAINAGE STRUCTURES AND DETENTION POND SHALL BE MAINTAINED BY PROPERTY OWNERS.
CONTRACTOR SHALL ADHERE TO PROPOSED GRADES ALONG CREEKS, ESPECIALLY IN THE AREA OF
THE PROPOSED DETENTION POND. IF AREAS ARE DISTURBED BEYOND PROPOSED GRADES BY
NEGLIGENCE OF THE CONTRACTOR, THE CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY
PENALTIES INCURRED.

ALL PROPQOSED SPOT ELEVATIONS SHOWN INDICATE FINISHED GRADED ELEVATIONS AT EDGE OF
PAVEMENT AND/OR GRADE BREAKS, UNLESS OTHERWISE NOTED.

SEE GENERAL NOTES FOR ADDITIONAL INFORMATION.
LOWER-LEVEL EXCAVATION REQUIRED TO BE COMPLETED BY CONTRACTOR

EXISTING LEGEND:

PROPOSED LEGEND:

=== PROPERTY LINE
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PROPOSED CONTOUR
PROPOSED STORM SEWER PIPE

DRAINAGE SLOPE AND DIRECTION
BW BOTTOM OF WALL
W TOP OF WALL
SW SIDEWALK ELEVATION
FL (E) FLOW LINE (EAST)

FL (S) FLOW LINE (SOUTH)

RIM RIM ELEVATION

EX EXISTING SPOT ELEVATION
TC TOP OF CURB

G GUTTER

NOTE: ALL PROPOSED SPOT ELEVATIONS
HAVE A BASE ELEVATION OF XXXX FEET
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BENCHMARK

@ Vertical Datum: NAVYD88

derived from GPS Observations

Elevation = 762.56'

Crossings Boulevard.
Elevation = 1211.80'

BM "CP 4": Set cut cross on west back of curb penstemon
lane at the south west corner of the site

BM "52":  Set cut square on back of curb on the north side
Penstemon lane at first fire hydrant north of

GRAPHIC SCALE
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( IN FEET )
1 inch = 20 ft.

CESO

WWW.CESOINC.COM

3601 RIGBY ROAD, SUITE 300
MIAMISBURG, OH 45342
PHONE: 937.435.8584 FAX: 888.208.4826

COPYRIGHT NOTICE

This drawing is the property of the
above referenced Professional and is
not to be used for any purpose other
than the specific project and site
names herein, and cannot be
reproduced in any manner without the
express written permission from the
Professional.
|
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DATE ISSUE
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|
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|
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NOT ISSUED FOR CONSTRUCTION
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N LOI 12
SN o PIN: 275790120 GENERAL UTILITY NOTES: EXISTING LEGEND:
/ OWNER: CAO HOA N & NGOC CAO
< .
/ N
S h ~L HUYEN THI PIN: 27379011( 1. CONTRACTOR IS TO VERIFY THE LOCATION OF ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION AND
\%/ BM 52=765.00 _J sl S : ENSURE NO CONFLICTS EXIST WITH PROPOSED IMPROVEMENTS. NOTIFY ENGINEER IMMEDIATELY IF
A I OWNER: MATTHEW O. & N UTILITIES ARE LOCATED DIFFERENTLY THAN SHOWN. THE CONTRACTOR SHALL  COORDINATE WITH
be) \
S =—_ HEMKEN EACH RESPECTIVE UTILITY COMPANY IN ORDER TO RELOCATE IF NEEDED IN CONFORMANCE WITH
o~ S S e~ _ o THEIR GUIDELINES. C
SANITARY MANHOLE === T —Se— VIS 10 397, E S O
48" CONCRETE S=ao_. = e COLW omn 5, 2. CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE APPROPRIATE UTILITY COMPANY PRIOR TO
_ RM: 76370 i THE REMOVAL OF INDICATED UTILITIES ON  SITE (SEE DEMOLITION PLAN). CONTRACTOR SHALL BE WWW.CESOINC.COM
NE T2 R e 1280 - ==t T 241 9sn o, RESPONSIBLE FOR OBTAINING ANY PERMITS REQUIRED FOR DEMOLITION AND HAUL OFF FROM THE 3601 RIGBY ROAD, SUITE 300
R \ - & Sl - APPROPRIATE AUTHORITIES. PHONE: 937 4’\2?2/'5@18 o OHF‘)‘AE;?'422388 208.4826
cP 4 i === . 037435 - 688,208,
NS I ——==- 3. AUTHORIZATION MUST BE OBTAINED FROM THE PROPER AUTHORITY TO CONSTRUCT, ALTER OR
. \ * '
. 274030010 SN === F MODIFY A WATER OR SEWER LINE. CONSTRUCTION OF WATER AND SEWER INFRASTRUCTURE WILL BE R T ooerty of the
<OPEE CROSS”\’GS LTD RREE — AUTHORIZED BY THE WATER SYSTEM UPON: above refergnced Prgfesp;ior?ol and is
— APPROVAL OF SUBMITTED PLANS.
not to be used for any purpose other
PTNSHP — NOTIFICATION OF THE WATER SYSTEM AT LEAST 24 than the specific project and site
e HOURS PRIOR TO STARTING CONSTRUCTION. names herein, and cannot be
I_OT 1 [ reproduced in any manner without the
I e — 4, AT THE COMPLETION OF THE WATER AND/OR SEWER CONSTRUCTION AND PRIOR TO RECORDING express written permission from the
: — W THE FINAL PLAT, THE CONTRACTOR WILL  FURNISH THE WATER SYSTEM INSPECTOR RECORD Professional.
¥ — DRAWINGS OF THE PROJECT. .|
| 5. BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE GAS COMPANY FOR
AS—SURVEYED PROPERTY THE CONSTRUCTION OF THE GAS LINE BETWEEN METER AND MAIN.
+1.008 ACRES ! 6.  BUILDING CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE POWER COMPANY
’ I FOR THE CONSTRUCTION OF ELECTRICAL CONDUIT TO PROVIDE SERVICE TO THE TRANSFORMER.
H PARCEL 2 7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING, PRIOR TO CONSTRUCTION, ALL EXISTING
LOCATIONS AND INVERT ELEVATIONS OF SANITARY SEWERS, STORM DRAINAGE, AND WATER MAINS.
IF ANY INVERT ELEVATION VARIES MORE THAN 0.1 FT. FROM RECORD ELEVATIONS, THE
CONTRACTOR  SHALL NOTIFY THE ENGINEER IMMEDIATELY. WORK SHALL NOT PROCEED UNTIL THE
< \ | CONTRACTOR IS NOTIFIED BY THE ENGINEER. PROPOSED LEGEND, ———
u37 I - DATE ISSUE
. 8.  CONNECT TO EXISTING UTILITIES AND INSTALL UTILITIES IN COMPLIANCE WITH REQUIREMENTS OF —— = = =———  PROPERTY LINE 02/33/2034 CUP 5FF
¢ ! APPROPRIATE JURISDICTIONAL AGENCIES. PROPOSED CURB & GUTTER
j 9. COORDINATE WITH BUILDING PLANS TO ASSURE ACCURACY OF UTILITY CONNECTIONS AND PROPOSED CURB
< | COMPLIANCE WITH LOCAL CODES. — e — — PROPOSED RETAINING WALL
: \ — 1 10. AL SEWERS TO BE MAINTANED THROUGHOUT CONSTRUCTION, INCLUDING CLEANING OF ANY SILT ~  ~——~-—========" PROPOSED EASEMENT LINE
/ N f N I OR DEBRIS ACCUMULATED IN' STRUCTURES. G GAS LINES
<
\ 11.  ALL SURPLUS EXCAVATED MATERIAL FROM THE TRENCH SHALL BE DISPOSED OFF THE SITE BY T TELEPHONE  LINES
CONTRACTOR. — SAN> SANITARY SEWER LINES
<
(uss / us7 u43 - 12.  COORDINATE EXACT TRENCHING, ROUTING, AND POINT OF TERMINATION WITH ALL UTILITY COMPANIES. w WATER LINES
- I “s) IRR IRRIGATION WATER LINES
13.  ALL WATER LINES SHALL HAVE AT LEAST FOUR AND ONE HALF (4.5) FEET ABOVE GROUND COVER
3 3 4 . o J ! FROM THE TOP OF THE PIPE TO THE FINISHED GROUND SURFACE. TR E'LREECT??EEV'L‘EE?TER LINES
7 i — —
& u 0-69 LF 4" PVC U1 )2:82 LF 4" PVC N\ SAN. CLEAN-OUT(", ;5 14.  ALL WATER LINES 2" OR SMALLER SHALL BE TYPE K-COPPER. UE UNDERGROUND ELECTRIC LINES
. i SAN @ 2.0% MINN SAN @ 2.0% MIN. = RIM 762.49 ——— OHE ——  OVER HEAD ELECTRIC LINES
! N ] INV. 758.76 15.  THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING UTILITY LOCATES.
<NVS » <NVS <NVS | 1 o DOUBLE CLEAN OUT
. M@\\\\\ " " | use \ : PIN: 274590020 ¢ CLEAN OUT
o -/ . [
LOT 7 — SN, CLEAN-OUT . P E— AN, CLEAN-OUT u5] OWNER: SHAKOPEE CROSSIN @ (O] PROPOSED DRAINAGE STRUCTURES (SEE GRADING/DRAINAGE PLANS) ——
RIM 761.63 < i| i:M 762.90 N PARTNERSH|P UTILITY KEY NOTES @ WATER METER
PIN: 274030020 o T vzz]uae - A
: | 53 o - : Ul SANITARY SEWER (SEE NOTE FOR TYPE, SIZE AND SLOPE) IRRIGATION METER
VER: CONVENIENCE STORE v - i | U2 SANITARY SEWER POINT OF ENTRY (PER MEP PLANS) Z RPZ/BFP
INVESTMENTS < : ; LOVER LEVEL FE = 754125 U3 SANITARY SEWER POINT OF CONNECTION o WATER VALVE
1% 07 NV 759.00 U4  SANITARY SEWER MANHOLE. REFER TO DETAIL ON C-7.3.
Vo o) PARCEL 1 U5 SANITARY SEWER CLEAN-OUT. REFER TO DETAL ON C-7.3. i= FOC
Nl U9 CONNECT TO EXISTING SANITARY SEWER, MANHOLE STUB-OUT OR o)e
= O i LOT 2 CLEAN-OUT. (CONTRACTOR TO FIELD VERIFY LOCATION AND ELEVATION) OlL & WATER SEPARATOR
ﬂ N : U1 OIL-WATER SEPARATOR (PER MEP/ARCH. PLANS) SEWER MANHOLE
\ 83.75 LF 4 PVC(,, U13  DOMESTIC WATER LINE (SEE NOTE FOR TYPE AND SIZE)
SANITARY MANHOLE guﬂ SAN @ 2.0% MIN.
T o < Ul4  IRRIGATION WATER LINE (TYPE AND SIZE PER IRRIGATION PLAN) e o LIGHT POLES
e % d\% 7 U5 DOMESTIC WATER METER (SEE NOTE FOR SIZE). REFER TO DETAL ON C-7.3. PROFESSIONAL LICENSE NO:
SW 12" VCP INV: 740.27 | Z SAN. MANHOLE (7 : U16  IRRIGATION WATER METER (SEE NOTE FOR SIZE). REFER TO DETAL ON C-7.3. 42586_
EX. SAN. MANHOLE i L~ RIM 761.33 _ PROFESSIONAL IN CHARGE
RIM. 762.62 ’é),é/ INV. IN 755.87 (4" PVC SW) I U22 BACKFLOW PREVENTER. REFER TO DETAL ON C-7.3. JEFFREY ALAN TIBBITTS
INV IN. 752.05 (4" PVC NW) PR. N @ INV. OUT 752.87 (4"/PVC NE) U26  WATER LINE POINT OF ENTRY (PER MEP PLANS) PROJECT MANAGER
INV IN. 740.27 (4" PVC NW) PR. ‘ U27  WATER LINE POINT OF CONNECTION KS
::x I(;ll’”7470 4‘3717(1(21 2.\,/ CVIZ:PSV:J)E)E)EX . — A | U37  MAINTAIN MIN. 18" VERTICAL SEPARATION QUALITY CONTROL
e ’ L S~s—— 1" Tvee U39 LIGHT POLE LOCATIONS (SEE LIGHTING PLAN FOR DETAIS) JMS
I K-COPPER . ! U43  PROPOSED ELECTRIC TRANSFORMER A
40.94 LF 4" PVC 0.75" IRRIGATION I U46  ELECTRIC SERVICE POINT OF ENTRY (PER MEP PLANS)
ut s I METER u16 PROJECT NAME
SAN @ 2.0% MIN. A U47  ELECTRIC SERVICE POINT OF CONNECTION
1_ WATER METER(\)¢5) U48  UNDERGROUND TELEPHONE SERVICE (INSTALL TWO 2" CONDUITS)
US0  TELEPHONE SERVICE POINT OF ENTRY (PER MEP PLANS)
= = — - E— = = — == m—— == J T — U51  TELEPHONE SERVICE POINT OF CONNECTION ’
/ S44728 47k \(5399.05 (W) US2  GAS SERVICE LINE. CONTRACTOR SHALL COORDINATE WITH GAS COMPANY FOR
THE INSTALLATION OF THE GA ICE LINE. .
POINT OF ,» 443008 35893 (R) s HE NSTALLATON OF THE GAS SERUCE LNE Valyoline
BEGINNING - S
u37 US55  GAS LINE POINT OF ENTRY (PER MEP PLANS) DS S
U56  GAS LINE POINT OF CONNECTION
e CONCRETE UBD  CONTRACTOR TO VERIFY EXISTING UTILITY LOCATIONS PRIOR TO
48"@ CONCRETE
e e U60 CONSTRUCTION. VALVOLINE
S 12° VP INV 74078 — U6  ELECTRIC SERVICE LINE. CONTRACTOR SHALL COORDINATE WITH ELECTRIC INSTANT
COMPANY PRIOR TO ANY EXCAVATION OR INSTALLATION OF CONDUITS. NO OIL CHANGE
OTHER UTILITIES ALLOWED IN ELECTRIC DITCH. CONTRACTOR SHALL INSTALL
TWO (2) — 4" SECONDARY CONDUITS FROM THE TRANSFORMER TO THE
BUILDING. (SEE MEP PLANS). SHAKOPEE, MN
U70  INTERNAL DROP MANHOLE.
U72  INSTALL QUAZITE JUNCTION BOX OR APPROVED EQUAL. CONTRACTOR TO
COORDINATE WITH TELEPHONE AND ELECTRIC COMPANY AND OWNER'S
REPRESENTATIVE.
|
PROJECT NUMBER
FORTY-EIGHT (48) HOURS % BENCH MARK 762357_
BEFORE DIGGING ISTO Vertical Datum: NAVDSS8 SHEET NAME
ggb\"l_'\ﬁ"‘ocﬁleﬁgggﬁéﬂﬁgs derived from GPS Observations
AGENCIES: MINNESOTA UTILITIES BM "CP 4": Set cut cross on west back of curb penstemon
PROTECTION SERVICE AT 811 OR lane at the south west corner of the site
800-252-1166 AND ALL OTHER Elevation = 762.56' UTILITY PLAN
AGENCIES WHICH MIGHT HAVE BM "52":  Set cut square on back of curb on the north side GRAPHIC SCALE
UNDERGROUND UTILITIES Penstemon lane at first fire hyd
ydrant north of
INVOLVING THIS PROJECT AND Crossings Boulevard 20 ) 10 20 40 ==
UTILITIES PROTECTION SERVICE '
( IN FEET )
1 inch = 20 ft C'6.0
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: ) B REFER TO LUMINAIRE SCHEDULE cp CONTROL POINT S EXISTING SANITARY MANHOLE
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(M) MEASURED arT EXISTING TELEPHONE RISER
%\N REC RECORDED EXISTING ELECTRIC HAND HOLE
=0 DOC DOCUMENT o EXISTING FENCE POST
= &X " oF FOUND SURVEY MONUMENT o EXISTING SIGN
: o 4" SQ. AL. POLE > 05s SET 1/2" CAPPED IRON ROD o3 EXISTING LIGHT POLE
0. - HEIGHT = 25 VN SITE CONTROL POINT EXISTING DECIDUOUS TREE
: . [ EXISTING WATER BBOX V EXISTING BUILDING
o === z—X LITHONIA LIGHTING POLE x632.60 EXISTING GROUND ELEVATION 7222 WWW.CESOINC.COM
Ao ——=T-=eo SSS 25 4G DM19AS ©022.001C Top OF CURE ELEVATION BC-BC BACK OF CURB WIDTH 3601 RIGBY ROAD, SUITE 300
€2 9~ 2 DDBXD: DARK BRONZE Koz bort FLOW LINE ELEVATION ! UNKNOWN TERMINUS MIAMISBURG, OH 45342
/ ’@ = ==so_. : x632.60EP EDGE OF PAVEMENT ELEVATION INV INVERT PHONE: 937.435.8584 FAX: 888.208.4826
— oe EXISTING STORM RCP REINFORCED CONCRETE PIPE
B ———= MANHOLE /CATCH BASIN
O ' ASPH 5 Lo vCP VITRIFIED CLAY PIPE COPYRIGHT NOTICE
- 0.3 oo — EXISTING CULVERT ILDI T | . . .
'DE 1 T ALT e . BSL BUILDING SETBACK LINE This drawing is the property of the
== — V &> Ol\/ L o BOUNDARY LINE above referenced Professional and is
ARIABLE / 2 o o o Egggﬁéﬁg LA”\E)EJACENT / ROW LINE not to be used for any purpose other
— MIID TH PRIV W BUILDING SET BACK LINE than the specific project and site
o 0.6 A TE % ) ) UNDERGROUND STORM LINE names herel'n, and cannot be
e — — D > UNDERGROUND SANITARY LINE reproduced in any manner without the
——— 0.6 e — = W UNDERGROUND WATER LINE express written permission from the
s 0.8 pf7 | e — o o G G UNDERGROUND GAS LINE Professional.
e e o T T UNDERGROUND TELEPHONE LINE EEEEEEEEEEEE—
; ——— L I | FO UNDERGROUND FIBER OPTIC LINE
. —_ —E E UNDERGROUND ELECTRIC LINE
1.0 Db.o s T T— '/' FINISH GRADE 56— EXISTING GROUND CONTOUR
AS—SURVEYED PROPERTY ’ : e e
0.8 EXISTING CURB LINE LINE
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| e i | PARCEL 2
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! . |
;. PROPOSED LEGEND:
N 10t ta te 1o 17 e 2o i W5 in a6 flaf o SF
;/gi”' """ R : RSX1 LED P4 40K RS : I ’ — o o — PROPERTY LINE 02/22/2024 CUP SET
- W25 . B 2.5 PROPOSED CURB & GUTTER
PEEELFE)LCJ?FE:E -9 g .9 +1.2 +1.5 +1.7 +1.8 +1.9 +1.9 +1.8 +2.0 +2.0 +1.9 +1.7 +1.5 1.2 w PROPOSED CURB
LD LOCATES = = N.T.S.
|| by A T e oo LIGHT POLES
II . . . . . . . . . . o
‘ - RSX1 LED P4 40K R5 !
Il : MH: 25 .8
D -6 1.5 1.8 .1 2.2 2.2 2.0 1 1.4 1.2 o
‘ 2.1 ‘ f
.8
: | ¥t b3 %5 25 22 % La Ll g
- 204 3 !
IO 5 ‘ + + E + + + + + + i i) -8
"|:| 1.8 2.3 .6 2.8 2.7 2.4 2 // 1.5 1.2 1)l O .. s
atalog ° ° atalog
| 2k e RSX1 LED D-Series Size 1
.8 . . . .
5 ‘ 5o s Eo %3 %5 5o b \s\\}\o Ts v hlo Area Luminaire W LED Wall Luminaire Notes
NO : »«
3 3 J F A ]
) . >
Q + + 1 + + + ')» + + \') + I 8 ", -~ s p ® 'Type “m BAA Tvpe
0.4 NIGHTTIME
II . ‘ - 2.1 2.8 o 2.7 2.7 2.6 2 i 2.2 1.7 1] 1 P FRIENDLY n c us W déseries P;ﬁ';glg{cE —
+ 4
2.7 « - I
s : 4 4 v/ 2.1 3% !
. |
L!) 4 ‘ p . . ’ -@ '+ . . L -9 OWN E R . Sl— Introduction afs s Introduction PROFESSIONAL SEAL
: ) 2.5 3.0 2.6 2.1 fif2 Specifications
NG ’ — . I:ﬁenebv)\// grSg\(/lé%rEDgélrsgntiacr;ﬂ%/éineel‘lrvge;ssglanxsgtfgg Luminaire Back Box (BBW, E20WC) The D-Series Wall luminaire is a stylish, fully
44 ” Y . . . . _
— 3 . . . . i - life and outstanding photometric performance at an Width:  13-3/4"  Weight: 121Ibs Width:  13-3/4" BBW 5 lbs integrated LED solution for building-mount
. ‘ 2.5 2.3 vioc 2.3 1.8 O Specifications affordable price. The RSX1 delivers 7,000 to 17,000 (349 cm) Gakgl @s9cm) Weight: 23k applications. It features a sleek, modern design
- > I o B s 1 : EPA 057 £ (0.05 ) iﬂmﬁgr‘g |S|OW'”9 it to replace 70W to 400W HID Depth: 10" Depth: 4 Efe(::ﬁ_ 1(?5'2; and is carefully engineered to provide long-lasting,
— FFE = 763.00' . £2@0°): : Uom ) ' ) ' o . . . . .
U Ii) -3 ‘ 3.5 3.2 | LOWER LEVEL FE = 754.125' | 1.5 1.5  flo i) ( ) The RSX features an integral universal mounting Height:  ¢3/8" Height:  63/8" energy-efficient lighting with a variety of optical
\'*/ | Length: 21k§5I,F>(A?5'4 Cm; mechanism that allows the luminaire to be mounted (162 cm) (162 cm) and control options for customized performance.
? mount "
2] 6 on most existing drill hole patterns. This “no-drill 5 With an rod service life of 2 ‘
4 19 7.1 | L Width: 133"(33.8cm) L * solution provides significant labor savings. An D — - Ith an expected service lite ot over ZUyears o
) : — T ' eﬁlsy-aicess door Otnhthet bottom OtfhmOlet’éng ?rm T F nighttime use and up to 74% in energy savings
e e _— 3.0" (7.6 cm) Main Body allows for wiring without opening the electrica J H H . .
Il ‘ - 2 i) .5 Height: 7.2"(18.4 cm) Arm compartment. A mast arm adaptor, adjustable i il [ over comparable 250W metal halide luminaires,
i) -4 5.3 4.2 . Weight: integral slipfitter and other mounting configurations w For 3/4" NPT side-entry the D-Series Wall is a reliable, low-maintenance
| RSX1 LED P4 40K R4 EGS (SPA mount): 22.01bs (10.0kg) are available. conduit (BBW only) lighti lution th d ites th
I N ‘ f +2 ! ighting solution that produces sites that are
I . . 4 exceptionally illuminated.
.2 ‘ + k- |
3.8 3.3 . . .
)| design select . .
Ordermg Information EXAMPLE: DSXW1 LED 20C 1000 40K T3M MVOLT DDBTXD PROFESSIONAL LICEN i
1 .2 [tems marked by a shaded background qualify for the Design Select program and ship in 15 SE NO:
: . days or less. To learn more about Design Select, visit www.acuitybrands.com/designselect. e 42586
; ' g e e e O
B . JEFFREY ALAN TIBBITTS
|F . . . DSXW1 LED § 10C 10LEDs 350 mA Type I Short MVOLT? | Shipped included Shipped installed
Ordermg Information EXAMPLE: RSX1 LED P4 40K R3 MVOLT SPA DDBXD (e%ng?ne) 530 530mA 40K 4000K T2M TypellMedium | 120° (blank) Surface mounting | PE Photoelectric cell, button type ¢ PROJECT MANAGER
.1 RSX1 LED 0C 2010 700 700 mA 50K 5000K T3S TypelllShort 2083 bracket DMG 0-10v dimming wires pulled outside fixture (for KS
-0 Perf P (two 1000 1000mA (1A)" | AMBPC  Amber T3M  Typell Medium | 240° BBW EurLatc)efrr(]founted use with an external control, ordered separately) QUALITY CONTROL
— T S - erformance | Color inac) 1 hosphor N ack box (for PIR 180° motion/ambient light sensor, <15'mtg ht 7
L o i i) .1 . . RSXT LED Type 2Wide M ‘ 30“ min S0 nale for 12 90° 3.5" Medium 480 % PIRTFG3V Motion/ambient sensor, 8-15' F]wuming height, DRAWN BY
|F ] P2 R3 Type 3Wide HVOLT (347v -480V)* | RPA Round pole mounting (3.2" min. dia. RND pole or 2,3, 4t 90°, 30 min. dia. D pole amblent sensor enabled at Tfc CJS
i 50K 5000K R3S Type 3 Shart XVOLT  (277V-480V)* for 1at90°, 2 at 180°, 3 at 120°) PIRHFC3V Motion/ambient sensor, 15—301‘7m0unting height,
I - @ - : MA Mast arm adaptor (fits 2-3/8" OD horizontal tenon) ambient sensor enabled at Tfc*
0.0 = fee N— ! %‘;i?éﬁfé?ﬁ&‘ﬂ&?gef” Is Adjustable slipfitter (fits 2-3/8" OD tenon) ¢ E20WC Emergency battery backup (includes external PROJECT NAME
: R4S Jocdonor component enclosure), CATitle 20 compliant®®
Ies Tupe SWide' ]| 120° 277° WBA  Wall bracket
R5S Type 5 Short! 2083 347° WBASC  Wall bracket with surface conduit box
0 -0 ARR Automotive Front Row 240° 480° AASP  Adjustable tilt arm square pole mounting ®
—_— —_ N —_ —_— R AFRR90  Automotive Front Row Other Opt Finish
_b 0 0.0 b -1 _b 1 0.1 _+( 1 0.1 b-l _b 1 0.1 b_l 0.0 b-o = b .0 0.0 b_o - o o Right Rotated AAWB  Adjustable tilt arm with wall bracket ¢ bl i
\Jrjr ole 47 E 2091 AFRL90 f\ufttolgn?t'{vzﬂont Row AAWSC  Adjustable tilt arm wall bracket and surface conduit box © Shipped installed Shipped separately " DDBXD  Darkbronze I DSSXD  Sandstone DWHGXD  Textured white
eft rotate
l__ - . . ) I SF Single fuse (120, 277 or 347V) 3 BSW  Bird-deterrent spikes DBLXD Black DDBTXD  Textured dark bronze DSSTXD  Textured sandstone =
O © SA4L 50 (e 900 DF  Doublefuse (208, 2400r480V)3® VG Vandalquard DNAXD  Natural aluminum DBLBXD  Textured black Valvoline
. J1S LT /. J 11je
SPD  Separate surge protection
Shipped Installed Shipped Installed m
HS House-side shield ” *Standalone and Networked Sensors/Controls (factory default settings, see table page 9) DBLXD Black Accessories NOTES ) ) ) ) )
Luminaire Schedule PE Photocontrol, button style 3 NLTAIR2PIRHN  nLight AIR generation 2, with Networked, Bi-Level motion/ambient sensor '/ DNAXD Natural Aluminum Ordered and shipped separately. ; f,?vcoﬁogriié‘f;;Zfa"f‘ei'i,ﬁv ::yﬁilsé 55?;;;'}:5&31285@'5\'? g&g’,‘g‘m), 8 fZ,Tdeu?; :,.!?rf :g\,ﬁ\f{ciﬁ[fﬁﬁlﬁiﬁ;ﬁggﬂ;?}ﬁﬁ 'B'\é?,\t/ ﬁﬁg},‘;if;@'ipﬂﬁn, VA LVO LI N E
Symbol Qty Label Arrangement Description LLF Luminaire Luminaire Total Mounting Height (MH) PER7 Seven-wire twist-lock receptacle only (no controls) " BAA Buy America(n) Act Compliant DWHXD  White DSRAHSU  Hose et (oneper 3 %“F%l';‘;“Lfif;ss?ogegxge;rfgé ﬂ:; 317;);2%';?99 option. Double fuse ’E‘;te f;::islsoﬂ?of;l:;qg~Ig\lcc;tt:§ailnlag§kwg)hxiﬂgu;rn if% ;oelﬁggﬁcc;pgggse. I N ST AN T
Lumens Watts Watts SF Single fuse (120, 277, 347)° (CE (oastal Construction™ DDBTXD  Textured Dark Bronze ghteng 4 [(>>|El|}|, available with 20C, 700mA or 1000mA. Not available with PIR or IES files Iloglated T1n product page at www.lithonia.com
; DSKWBSWU  Bird-d ik . i i .
] RSX1 LED P4 40K R4 EGS SINGLE RSX1 LED P4 40K R4 EGS 1000 | 14097 133.1431 133.143 % OF Doublefuse (208, 240, 480)° *Note: NLTAIR PIRHN with nLight Air can be used as  standalone of networked solution. Sensor |  DBLBXD  Tetured Black O 5 Back box ships installed on fixture. Cannot be field installed. Cannotbe 10 Not avflable with E20WC. o OIL CHANGE
_E 2 RSX1 LED P4 40K R5 SINGLE RSX1 LED P4 40K R5 1.000 16793 133.14 266.28 25 SPD2OKV 20KV Surge pack (10KV standarc) coverage pattern is affected when luminaire is tilted. DNATXD  Textured Natural Aluminum . gLiigii:tsr:r(ggi:solfi{'es 120, 208, 240, 277 or 347 vltace ontion. Not 112 ﬁ[:toaav\:aaii[:bblleewaistﬁ Eigs\r/acte accessory; see Accessories information.
0 DSxwi SINGLE DSXW1LED 10C 1000 40K TFTM 1.000 3944 3838 155.2 3 FAO Field adjustable output® Shipped Separately (requires some field assembly) DWHGXD  Textured White av?c”able with motiog/ambieglt'|19ht'sens’ors PR orPIRH). -
7 R Motion S 3.
MvoLT DMG 0- 10V|d(\mm|n|g eétengout bad<)ofh0u5|ngf0rexternal EGS External glare shield” sterence Morion Sensor table on page SHAKOPEE MN
control (controlordered separate) EGFV External glare full visor (360° around light aperture) ’ ’
BS Bird spikes '®
Calculation Summary -
Label CalCTyPe Units Avg Max Min AvgiMin Max/Min LITHONIA One Lithonia Way ¢ Conyers, Georgia 30012 * Phone: 1-800-705-SERV (7378) & wwuw. acuityk Lithonia RSRéL%T/aZ(%/EZg LITHONIA One Lithonia Way ¢ Conyers, Georgia 30012 ® Phone: 1-800-705-SERV (7378) ® www.lithonia.com DSXW1-LED
Horiz Spill @ Prop Line llluminance Fc 0.29 1.0 0.0 NA. N.A. LIGHTING. © 2018-2023 Acuity Brands Lighting, Inc. All rights reserved. Pége 10f9 LIGHTING. © 2013-2023 Acuity Brands Lighting, Inc. All rights reserved. Rev. 1/18/23
Pavement Area lluminance Fc 1.64 53 0.3 547 17.67
Sidewalk Area fluminance Fo 226 42 09 251 467 COMMERCIAL OUTDOOR COMMERCIAL OUTDOOR
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PROPOSED LEGEND: PLANT SCHEDULE

— o — PROPERTY LINE

SYMBOL CODE QTY  BOTANICAL /COMMON NAME SIZE MINHT/SPR SPACING

PROPOSED CURE PIN: 273790130
x rorosey v OWNER: KOMALI MEDA & BARLA R, e
e mEo PROPOSED SITE LIGHT, SEE PHOTOMETRIC PLAN SREENIVASA

@ o] [ PROPOSED DRAINAGE STRUCTURES (SEE GRADING/DRAINAGE PLANS)
PROPOSED EASEMENT LINE

AMELANCHIER LAEVIS

S ALLEGHENY SERVICEBERRY 25°CAL 68 HT AS SHOWN < E S O

WWW.CESOINC.COM

S bove referenced Professional and |
1. LANDSCAPE PLANS ARE FOR THE LOCATION AND IDENTIFICATION OF PLANT MATERIAL ONLY. g s ~L HUYEN THI PIN: 273790110 opovE T8 Erencee traiessiona: ond 8
=

not to be used for any purpose other
NO OTHER WORK IS TO BE PERFORMED BASED ON THESE PLANS. than the specific project and site

names herein, and cannot be
reproduced in any manner without the
OSTRYA VIRGINIANA

" 12 express written permission from the
5 AMERICAN HOPHORNBEAM 2.5" CAL 10-12° HT AS SHOWN Prgfessionol. p

OWNER: MATTHEW O. & ME
HEMKEN

2. QUANTITIES ON THE PLANT SCHEDULE ARE PROVIDED FOR CONVENIENCE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR HIS/HER OWN QUANTITY CALCULATIONS. IN THE EVENT OF A
DISCREPANCY BETWEEN THE LANDSCAPE PLANS AND THE PLANT SCHEDULE, THE LANDSCAPE
PLAN WILL TAKE PRECEDENCE. THE CONTRACTOR SHALL INFORM THE LANDSCAPE ARCHITECT
IMMEDIATELY UPON DISCOVERING ANY QUANTITY DISCREPANCIES.

3601 RIGBY ROAD, SUITE 300
\ MIAMISBURG, OH 45342
. , PHONE: 937.435.8584 FAX: 888.208.4826
LANDSCAPE NOTES PIN: 273790120 GD 6 T INOCIAD IS DTS BSPRESSO 25'CAL 1012 HT AS SHOWN
; COPYRIGHT NOTICE
\ //\ - OWNER: CAO HOA N & NGOC CAO This drawing is the property of the
@ .

S. THE CONTRACTOR SHALL NOT CHANGE OR SUBSTITUTE PLANT VARIETIES OR SPECIES

WITHOUT PRIOR WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT. === EVERGREEN TREES
\

4. CONTRACTOR SHALL TAKE 3 REPRESENTATIVE SOIL SAMPLES OF EACH PROPOSED PLANT ———= - | f"‘\, ILEX X 'NELLIE R. STEVENS' ‘ -
BED AND SUBMIT COPIES OF THE RESULTS TO THE LANDSCAPE ARCHITECT PRIOR TO MO L \ IN 3 NELLIE R. STEVENS HOLLY 8 HT. §-0"0C
BEGINNING WORK. LTD A o

5. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE OF ALL PLANTING HOLES AND PLANT BEDS RIVATE oW

PRIOR TO INSTALLATION.

] E— ) oD ) PICEA GLAUCA 'DENSATA' 10 19' HT 180" OC
gy — BLACK HILLS WHITE SPRUCE |
6. STUMPS LABELED FOR REMOVAL SHALL BE EXCAVATED, NOT GROUND. REMOVE ANY DEBRIS U DATE SSUE
FROM THE HOLE, FILL WITH TOP SOIL, COMPACT AND RAKE SMOOTH PRIOR TO INSTALLING . , 02/22/2024 CUP SET
NEW PLANT MATERIAL.
7. TOPSOIL WILL NOT BE STOCKPILED FOR RE—USE IN LANDSCAPE WORK. CONTRACTOR SHALL SINUS STROBUS LOUIE'
IMPORT TOPSOIL AS REQUIRED TO COMPLETE LANDSCAPE WORK. PL 5 LOUIE EASTERN WHITE PINE 8-12' HT AS SHOWN
PROVIDE NEW TOPSOIL THAT IS FERTILE, FRIABLE, NATURAL LOAM, SURFACE SOIL,
REASONABLY FREE OF ROOTS, STUMPS AND LARGE STONES AND FREE OF BRUSH, WEEDS,
LITTER, AND OTHER EXTRANEOUS OR TOXIC MATTER HARMFUL TO PLANT GROWTH.
SHRUBS
OBTAIN TOPSOIL FROM LOCAL SOURCES OR FROM AREAS HAVING SIMILAR SOIL - ' '
CHARACTERISTICS TO THAT FOUND AT PROJECT SITE. OBTAIN TOPSOIL ONLY FROM O JUNIPERUS CHINENSIS 'BLUE POINT \
JB 4 3 HT AS SHOWN
NATURALLY, WELL DRAINED SITES WHERE TOPSOIL OCCURS IN A DEPTH OF NOT LESS THAN BLUE POINT JUNIPER
4 INCHES. DO NOT OBTAIN FROM BOGS OR MARSHES.
TAXUS X MEDIA 'TAUNTONII \ o
PLANT MATERIAL SHALL BE PLACED AS SHOWN ON THE LANDSCAPE PLANS. ©) T 75 TAUNTON'S ANGLO-JAPANESE YEW 5 GAL 12" HT 30" 0C
8. PLANTING SOIL MIX FOR TREES, SHRUBS, AND GROUNDCOVERS SHALL CONSIST OF THE VIBURNUM DAVIDII )
FOLLOWING: D VD 26 DAVID VIBURNUM 5GAL  12'HT 3-6"0C
80%  TOPSOIL VIBURNUM RHYTIDOPHYLLUM ‘
20% PREPARED ADDITIVES (BY VOLUME AS FOLLOWS): @ v 10 LEATHERLEAF VIBURNUM 10GAL 36°HT 6-0"0C
— 3 PARTS — ORGANIC SOIL CONDITIONER (NATURE’S HELPER OR EQUAL) VIBURNUM X BURKWOODI ‘CONOY ————
— 1 PART — STERILIZED COW MANURE (OR EQUAL) O, vez 12 CONOY VIBURNUM TGAL 36"HT 5-0"0C PROFESSIONAL SEAL
—  COMMERCIALLY AVAILABLE STARTER FERTILIZER @ RATES
SPECIFIED BY MANUFACTURER
— LIME (AS RECOMMENDED IN SOIL ANALYSIS) SYMBOL QTY BOTANICAL / COMMON NAME SIZE MIN HT/SPR SPACING
9. QUALITY OF PLANT MATERIAL: ALL PLANTS SHALL CONFORM TO THE CURRENT VERSION OF
THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1). GROUND COVERS
PLANT MATERIAL SHALL BE FREE OF DISEASE AND/OR INSECTS, AND SHALL HAVE A POA PRATENSIS
15,221 SF SOD
HEALTHY ROOT SYSTEM WITH NO CIRCLING OR KINKED ROOTS. CONTAINER PLANTS SHALL KENTUCKY BLUEGRASS
NOT BE ROOT BOUND. PLANT MATERIAL SHALL CONFORM TO THE CURRENT STANDARDS OF e —
THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1-2004). PIN: 274590020 ﬂI|W__'|W—_'|I|F VINGA MINOR
) = s =) 214 1 GAL 1'-6"0C
TREES SHALL HAVE STRAIGHT TRUNKS, DENSE CANOPIES AND STRONG BRANCHING WITH OWNER: SHAKOPEE CROSSIN i—|||_._—_|||r—|_||.—| COMMON PERIWINKLE
GOOD CROTCH ANGLES. CONTRACTOR SHALL SUBMIT GRADE PHOTOS OF EACH TREE TO PARTNERSHIP NUMBER INDICATED ON HATCH THROUGHOUT THE DRAWING
LANDSCAPE ARCHITECT PRIOR TO DELIVERY. REFLECTS THE NUMBER OF PLANTS IN THAT PARTICULAR AREA
LANDSCAPE REQUIREMENTS
ALL PLANT MATERIAL SHALL BE SUFFICIENTLY WATERED TO WET THE ENTIRE ROOT BALL : PROFESSIONAL LICENSE NO:
WITHIN TWO HOURS OF PLANTING. 20 X 5245 CROSSNGS: BLYD : 58277
'E STORE o e S e300 BUILDING FOOTPRINT AREA (2,080 SF) (2 TREES PER 100 SF) e —
10. INSPECTION AND APPROVAL OF PLANT MATERIAL: ALL PLANT MATERIAL SHALL BE INSPECTED ‘! LOWER LEVEL FE = 748125 ' REQUIRED: 4 TREES PROFESSIONAL IN CHARGE
AND APPROVED BY THE LANDSCAPE ARCHITECT UPON DELIVERY TO THE SITE, PRIOR TO S : e o s JEFFREY ALAN TIBBITTS
INSTALLATION. CONTRACTOR SHALL GIVE LANDSCAPE ARCHITECT AT LEAST LEAST ONE WEEK ' PROJECT MANAGER
NOTICE PRIOR TO PLANT DELIVERY. IMPERVIOUS SURFACE (27,008 SF) (1 TREE PER 4,000 SF); KS
., REQUIRED: 7 TREES QUALITY CONTROL
11. NEW SHRUB AND GROUNDCOVER PLANTING SHALL BE A MINIMUM OF 36" AWAY FROM PROPOSED: 7 TREES EAB
EXISTING TREES. DRAWNBY
PARKING ROW LANDSCAPE REQUIREMENTS TRH
12. CONTRACTOR SHALL REMOVE ALL PLANT TAGS AFTER APPROVAL OF PLANT INSTALLATION BY REQUIRED: 1 TREE (PER 10 SPACES)
LANDSCAPE ARCHITECT PROPOSED: 1 TREE PROJECT NAME
13. MULCH ALL PLANT BEDS AND TREE RINGS WITH FRESH, CLEAN PINESTRAW TO A MINIMUM LANDSCAPE PARKING ISLANDS (ONE TREE PER ISLAND)
DEPTH OF THREE (3) INCHES. DO NOT PILE MULCH AROUND THE BASE OF PLANTS OR REQUIRED: 6
TREE TRUNKS. ALL MULCH EDGES SHALL BE NEATLY TUCKED. ALL STRING AND/OR BAILING PROPOSED: 6 (ONE RELOCATED TO THE EAST DUE TO SIGHT AND UTILITY CONFLICTS)
WIRE SHALL BE REMOVED. DUST SHRUBS AND GROUND COVER AFTER MULCHING TO REMOVE
LOOSE PINESTRAW FROM THE PLANTS. REQUIRED: 15,056 SF (15%) OF LOT AREA TO BE LANDSCAPED

PROPOSED: 18,221 SF (18.2%) Valvoline
14, BED PREPARATION FOR SOD INSTALLATION:  REMOVE EXISTING VEGETATION WITHIN THE

APPROVED BEDLINE. IF THE EXISTING SOIL IS COMPACTED OR OTHERWISE UNSUITABLE FOR
PLANTING, REMOVE THE TOP 4 INCHES OF SOIL. TILL SUBGRADE TO A MINIMUM DEPTH OF ©
INCHES. REMOVE LARGE STONES, STICKS, ROOTS, RUBBISH, AND OTHER EXTRANEOUS

PARKING FACILITIES SHALL BE SCREENED TO A HEIGHT OF 3' lstanti OilChang e

SCREENING SHALL BE REQUIRED IN ALL BUSINESS AND INDUSTRY ZONES WHENEVER ANY BUSINESS OR INDUSTRIAL USE IS

MATERIAL. ADJACENT TO OR ACROSS A STREET FROM A PROPERTY ZONED OR DEVELOPED FOR RESIDENTIAL USE VALVOLINE
SPREAD 2 INCHES OF TOPSOIL OVER THE PREPARED BED AND TILL INTO THE TOP 4 INCHES SPECIES DIVERSITY REQUIREMENTS (IF LESS THAN 30 TREES REQUIRED, ONE SPECIES SHALL MAKE UP NO MORE THAN ONE-FOURTH INSTANT
OF LOOSENED SUBGRADE. SPREAD THE REMAINING 2 INCHES OF TOPSOIL, RAKE SMOOTH OF THE TOTAL) OIL CHANGE

AND ROLL COMPACT. BEDS SHALL BE FINISHED WITH A SLIGHT CROWN AT THE CENTER TO
ALLOW WATER TO SHEET FLOW TO THE SIDES.

MAXIMUM SPECIES ALLOWED: 7 TREES OF SAME SPECIES
MAXIMUM PROPOSED: 6 TREES OF SAME SPECIES

WATER THE BED IMMEDIATELY BEFORE LAYING THE SOD SO THAT THE TOP INCH OF SOIL IS SHAKOPEE’ MN

MOIST. ALLOW WATER TO PERCOLATE SO THERE IS NO STANDING WATER. LIMIT PREPARATION
TO0 AREAS THAT WILL BE SODDED THAT SAME DAY.

MULCH

e ALL PLANT BEDS SHALL CONTAIN A 3" LAYER OF DOUBLE HAMMERED HARDWOOD MULCH FROM A SUSTAINABLE SOURCE

15. MAINTENANCE: CONTRACTOR SHALL MAINTAIN ALL PLANT MATERIAL FROM THE TIME IT IS e CONTRACTOR TO PLACE 4' DIAMETER MULCH RING AROUND ALL TREES IN LAWN
INSTALLED UNTIL FINAL ACCEPTANCE OR WHEN THE OWNER TAKES OVER MAINTENANCE, e WEED BARRIER REQUIRED UNDER LANDSCAPE BEDS (INCLUDING MULCH AND ROCK BED)
WHICHEVER OCCURS FIRST. MAINTENANCE SHALL INCLUDE BUT NOT BE LIMITED TO MOWING, FRIGATION ———
EDGING, WEEDING, WATERING, PRUNING, FERTILIZING, ETC. PROJECT NUMBER
762357
. . — |
1o m?;ﬁy AND figgEAc&ggR ASNHTﬁLLPE;‘%%V‘gﬁ Aﬁ BOENG‘EN LEF?gN VFV@TEA(N:%P&NWO@%R Pvﬁ% e THE CONTRACTOR SHALL DESIGN, SUPPLY, AND INSTALL IRRIGATION SYSTEM FOR ALL SODDED AND PLANTING AREAS AS SHEET NAE
THE OWNER TAKES OVER MAINTENANCE. WHICHEVER OCCURS FIRST SHOWN ON THIS SHEET. DESIGN SHALL BE APPROVED BY OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION
=
THE CONTRACTOR SHALL MAKE PERIODIC INSPECTIONS OF THE PROJECT DURING THE =\
WARRANTY PERIOD TO ENSURE THAT THE ESTABLISHMENT RATE OF GROWTH IS ADEQUATE.
ANY METHODS OR PRODUCTS DEEMED NOT NORMAL OR DETRIMENTAL TO GOOD PLANT LANDSCAPE
GROWTH SHALL BE REPORTED TO THE LANDSCAPE ARCHITECT IN WRITING. FAILURE TO
INSPECT AND REPORT WILL BE INTERPRETED AS APPROVAL, AND THE CONTRACTOR SHALL COUNTY ROAD 18 PLAN
BE RESPONSIBLE FOR ANY AND ALL REPLACEMENTS. VARIABLE WIDTH PUBLIC R.O.W. ) |
17. WEED BARRIER REQUIRED UNDER LANDSCAPE BEDS (INCLUDING MULCH AND ROCK BED). E;!l—i SHEET #
GRAPHIC SCALE (IN FEET) L1.0

NOT ISSUED FOR CONSTRUCTION
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PROVIDE MIN. 18"

2

s SPACING BETWEEN

5 m —  DIFFERENT PLANT TYPES.
(f)'_

= NOTE: ALL SHRUBS AND
ST GROUNDCOVER MASSES
Czu TO USE TRIANGULAR
25 SPACING EXCEPT WHERE
cow NOTED REFER TO PLANT
255 LIST FOR INDIVIDUAL

PLANT SPACING.

/ CURB OR EDGE OF PAVEMENT.

~

TYP. PLANT SPACING

SCALE:  NTS

NOTE:

USE TRENCH EDGER AT
ALL EDGES OF BEDLINES
TO CONTAIN MULCH.

LAWN AREA QR PLANTING OR
PAVEMENT [ MULCHED AREA

>N
i =TI T T
S HI=11=]

S ST
== == ”Emr )

M=} o i1
=l

OF PLANTING AREA

TRENCH EDGER

SCALE:  NTS

SET TOP OF ROOTBALL 2" ABOVE
FINISH GRADE

REMOVE ROPES/STRAPS AT TOP OF
ROOTBALL. PEEL BACK WIRE BASKET AND
BURLAP FROM TOP 1/3 OF BALL. REMOVE
EXCESS SOIL FROM TOP OF ROOT COLLAR
(IF PRESENT)

MULCH, 3" MIN. DEPTH,
1/2°AT TRUNK

% FINISH GRADE

AN

= \ CREATE SOIL SAUCER W/ BACKFILL

T PLANTING SOIL MIX

(SEE PLANTING NOTES)

NOTE: ALL PLANT MATERIAL SHALL BE SUFFICIENTLY WATERED TO WET THE ENTIRE ROOT BALL

2 TO 4 HOURS PRIOR TO PLANTING.

ROOTBALL DETAIL

SCALE:  NTS

BIODEGRADABLE TWINE STRAPS (3) AT
120" APART. ATTACH IN A BRANCH CROTCH
APPROX. 1/3 THE HEIGHT OF THE MAIN
STEM, OR AT FIRST AVAILABLE BRANCH
CROTCH ABOVE THAT POINT

BEYOND

\ WHITE FLAGGING (TYP.)

4 INCHES MULCH

CUT BACK SLOPE

TO PROVIDE A abi 7 " i 4 INCH P SA R
e PR | N\ o et f e R
2 12" _h - 7 :t% :
« T \ 8 STEEL TEE POST- 3 REQUIRED AT 120°
Food \ BACKFILL
3 \ UNDISTRUBED SUBSOIL

REMOVE BURLAP & ROPE
FROM TOP 1/3 OF THE BALL

NOTE: SEE LANDSCAPE NOTES FOR THE TYPE OF MULCH MATERIAL TO USE.

TREE PLANTING ON SLOPE

SCALE:  NTS

CESO

WWW.CESOINC.COM

3601 RIGBY ROAD, SUITE 300
MIAMISBURG, OH 45342
PHONE: 937.435.8584 FAX: 888.208.4826

COPYRIGHT NOTICE

This drawing is the property of the
above referenced Professional and is
not to be used for any purpose other
than the specific project and site
names herein, and cannot be
reproduced in any manner without the
express written permission from the
Professional.
|

.|
DATE ISSUE
02/22/2024 CUP SET

SET TOP OF ROOTBALL 2”
ABOVE FINISHED GRADE

MULCH - 1/2" DEEP AT
STEM, 3" DEEP BETWEEN PLANTS.

CREATE SOIL SAUCER W/ TOPSOIL

MINIMUM DEPTH OF 12" PLANTING
SOIL FOR  GROUNDCOVER BED.
EXCAVATE ENTIRE BED SPECIFIED
FOR GROUNDCOVER BED. AMEND
SOIL.

FINISHED GRADE
(SEE GRADING PLAN)
i

PREPARED PLANTING SOIL AS SPECIFIED.
NOTE: WHEN GROUNDCOVERS AND SHRUBS
ARE USED IN MASSES, ENTIRE BED IS TO
BE EXCAVATED TO RECEIVE PLANTING SOIL
AND PLANT MATERIAL

SHRUB & GROUNDCOVER PLANTING

SCALE:  NTS

SOIL & ROOT LAYER TO BE
LEVEL WITH TOP OF PAVEMENT

6" OF EXISTING SOIL THOROUGHLY
MIXED W/ 4" DEPTH OF TOPSOIL

ROLL SOD & WATER THOROUGHLY

1/2" EDGER TO BE SMOOTH
CLEAN & PARALLEL TO PAVEMENT

SOD AS SPECIFIED

PAVEMENT

CPREPARED SO -/

T 3

UNDISTURBED SUBGRADE

SOD EDGE DETAIL

TOP OF ROOT BARRIED
MIN. 1/2" ABOVE GRADE

SIDEWALK —\

0”0 o

ROOT BARRIER _
(DEEPROOT UB-24)
INSTALL PER MANUF.

SPECIFICATIONS

o ] \
ROOT BARRIER

o (DEEPROOT UB-24)
SUBGRADE Q

INSTALL PER MANUF.
SPECIFICATIONS
39" MINIMUM
MINIMUM 3 TIMES

SOIL BACKFILL
ROOTBALL DIAMETER

ROOT BARRIER

SCALE:  NTS SCALE:  NTS
120°
120°
S
2 S
® BIODEGRADABLE STRAPS (3) AT Vs 4 120
PLAN 120" APART. ATTACH IN A BRANCH CROTCH & $
- APPROX. 1/3 THE HEIGHT OF THE MAIN >
\ﬂ§\01}; S f %‘z\ STEM, OR AT FIRST AVAILABLE BRANCH %@ BIODEGRADABLE STRAPS (3) AT 120°
«s'%‘é#\, Mw sl CROTCH ABOVE THAT POINT PLAN S o APART. ATTACH IN A BRANCH CROTCH %,
7 &RV A ~ APPROX. 1/3 THE HEIGHT OF THE MAIN '
Z AN/ SET PLANT WITH 1/8 HEIGHT OF c S STEM, OR AT FIRST AVAILABLE BRANCH
ﬁ\{;{\g’%h ROOTBALL ABOVE EXISTING GRADE % CROTCH ABOVE THAT POINT
Z AR MULCH. 3" MIN e STAKING STRAPS (3),
AN VO 2 SO EVENLY AROUND TREE AND ANCHOR PLAN LT AGANST TRUNE
S 4? N\ (2 N 4 e//,r
gﬁf’}'}:\"lk% L“é—%’»’;»?; CREATE SOIL SAUCER W/ TOPSOIL. FRMLY. 18" FROM TRUNK (SEE STAKING NOTES)
N 7/\// 4 Ny STAKES 2°X2" WOODEN STAKES OR ’ '
S A METAL ANCHORS. CUT STAKES LONG i ANCHOR STAKES (3),
K ENOUGH FOR SECURE GRIP IN SUBGRADE. MULCH, 3" MIN. T-RAIL IRON STAKE OR
',j ANGLE STAKES 20-30"OFF VERTICAL. CREATE SOIL SAUCER W/ TOPSOIL ACCEPTABLE WOODEN SUBSTITUTE.
/1 USE 3 STAKES PLACED EQUAL DISTANCE FINISHED GRADE STAKES SHALL BE 2'x4’x6,
1A APART. 4 STAKES MAY BE NECESSARY FOR (SEE GRADING PLAN) ANCHORED FIRMLY, SPACED
e the ,) TREES GREATER THAN 4" CALIPER. EVENLY AROUND TREE, 18"
.............. \\X bl Wt e AWAY FROM TRUNK.
8\ FINISHED GRADE
FINISH GRADE
ROOTBALL (SEE ROOTBALL
\ PLANTING SOIL MIX PLANTING SOIL Mix T
E= st oo =S
UNDISTURBED SUBGRADE. ':.gﬁgﬁgl ”l:”l:”llﬁgﬁgﬁ:rmp UNDISTURBED SUBGRADE
':.IU§MJEMEMEEM,,EME”'_ ROOTBALL (SEE ROOT PIT DETAlL)

NOTE:
STRAPS, WIDE, SOFT, BIODEGRADABLE MATERIAL MANUFACTURED FOR THE PURPOSE OF TREE
ANCHORING. DO NOT USE HOSE AND WIRE.

DECIDUOUS TREE STAKING

SCALE:  NTS

STRAPS, WIDE, SOFT, BIODEGRADABLE MATERIAL MANUFACTURED FOR THE PURPOSE OF TREE
ANCHORING. DO NOT USE HOSE AND WIRE.

SMALL TREE STAKING

SCALE:  NTS

NOTE:
STRAPS, WIDE, SOFT, BIODEGRADABLE MATERIAL MANUFACTURED FOR THE PURPOSE
OF TREE ANCHORING. DO NOT USE HOSE AND WIRE.

MULTI-TRUNK TREE STAKING

SCALE:  NTS

TREE PROTECTION NOTES

1. ALL TREES SHOWN ON THIS PLAN TO BE RETAINED SHALL BE PROTECTED
DURING ALL PHASES OF DEMOLITION/CONSTRUCTION WITH TEMPORARY FENCING.
IT SHALL BE THE GENERAL CONTRACTORS RESPONSIBILITY TO COORDINATE WITH
LANDSCAPE CONTRACTOR.

2. TREE PROTECTION FENCES SHALL BE INSTALLED PRIOR TO THE COMMENCEMENT

OF ANY SITE PREPARATION WORK (CLEARING, GRUBBING OR GRADING).
CLEARING SHALL BE DONE BY HAND.

5. ANY ROOTS EXPOSED BY CONSTRUCTION ACTIVITY SHALL BE PRUNED WITH A
CLEAN CUT FLUSH WITH THE SOIL. BACKFILL ROOT AREAS WITH GOOD QUALITY
NATIVE SOIL IMMEDIATELY. IF EXPOSED ROOT AREAS ARE NOT BACKFILLED
WITHIN 2 DAYS, COVER THEM WITH ORGANIC MATERIAL IN A MANNER WHICH
REDUCES SOIL TEMPERATURE AND MINIMIZES WATER LOSS DUE TO
EVAPORATION.

4. PRIOR TO EXCAVATION OR GRADE CUTTING WITHIN TREE DRIP LINES, MAKE A
CLEAN CUT BETWEEN THE DISTURBED AND UNDISTURBED ROOT ZONES WITH A
ROCK SAW OR SIMILAR EQUIPMENT TO MINIMIZE DAMAGE TO REMAINING ROOTS.

5. TREES MOST HEAVILY IMPACTED BY CONSTRUCTION ACTIVITIES SHOULD BE
WATERED DEEPLY ONCE A WEEK DURING PERIODS OF HOT, DRY WEATHER. TREE
CROWNS SHOULD BE SPRAYED WITH WATER PERIODICALLY TO REDUCE DUST
ACCUMULATION ON THE LEAVES.

6. DAMAGE TO TREES OR ANY NATURAL RESOURCE DUE TO CONTRACTOR’S
NEGLIGENCE DURING THE CONSTRUCTION PHASE SHALL BE APPRAISED BY THE
OWNERS REPRESENTATIVE AND ORDERED REPAIRED, REPLACED, OR
COMPENSATED.

4’ HIGH, ORANGE,
POLYETHYLENE LAMINAR
SAFETY NETTING, STAKES @
6' 0.C. MIN. OF 10' FROM
TRUNK OF TREE, (TYP.)

SIGN 10’ 0.C., (TYP.) \

TREE SAVE AREA-DO NOT ENTER PARA
PROTECCION DE LOS
ARBOLES-PROHIBIDO ENTRAR

/ FENCE POST, (TYP.)

11 TREE PROTECTION DETAIL

NTS
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